
lie and lo� guage specimen used by Golf's governing bodies and some OEM's 
to explore golf club head specifica�ons sequen�ally rather than concurrently.

Sequencing club head specifica�ons allows for the measurement of lie, lo� 
and face angle independently of each other while the head is manipulated to 
assume the most advantageous posi�on specific to each variable.

Key Features:
-Small foot print, Light weight desktop unit
-Measures lo� angle from 0°~70°, +/- 0.25°
-Measures lie angle from 50°~90°, +/- 0.25°
-Measures face angle from +/-6°, +/- 0.25°
-Measures hosel offset and face progression
-Groove alignment apron for irons and pu�ers.

Auditor Rule 60 lie and loft guage

▲ Lo� and face angle are measured in one 
step anywhere along the clubface.

▲ Lo� and face angle probe is very easy to use
on irons and adds precision to the setup.

▲ Lo� angle probe feature large scale indicia
that are easy to read  with good accuracy.

-Micro-metric gauging height adjustment for lo�
-Two axis Club head posi�oning table arrangement.
-Measures Drivers and pu�ers up to 20% larger than conforming heads
-Precision machined, heat treated, anodized and hand lapped parts.
-Calibra�on standard for lie, lo� and face angle included.
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HEAVY DUTY INDUSTRIAL

▲ Lie angle is read on a dedicated 
protractor with 1/10 vernier divider.

Right Handed Model Only!
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