
R&A RII Club-head Dimensioning Gauge New Spec!
The Auditor RII Club-head Dimensioning Gauge was designed in accordance to the 
USGA and R&A Rules of Golf Appendix II, governing the conformance of club-heads. 
This gauge enables club-head manufacturers to take quick and precise measurements 
of drivers in one easy setup prior to submission to the governing body for approval.

Key Features:
-Manufactured in accordance to the R&A and USGA design specifica�ons
-Measures key dimensions in one setup. (breadth, width, height, back of heel drop) 
-One step zeroing of all probes and stops.
-High precision digital ruler with 0.01 mm accuracy 
-Precision machined parts and components
-Hard anodized, low wear contact probes.
-Calibra�on standard included.
- No R&A and USGA approval needed for purchase.

▲One step setup for drivers and pu�ers 
following the one step calibra�on process.

▲Measures clubhead height from sole 
to crown as per the protocol.
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▲Measure clubhead width from face
centre to the  back.

▲The RII gauge follows the R&A /USGA 
protocol and is error proof, considering the 
complexity of some clubhead designs.

▲The hosel to back of heel measuring gauge 
solves one of the thorniest measurement to make
under the rule.

▲For the more demanding OEM’s, a 3D calibra�on block
and 60 degree Distance-from-Heel jig can be purchased
to periodically inspect units accuracy. 
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