






Remove the belt guard by first loosening 
the 3 circled screws.
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The screws are hidden beneath the guard. 
Reach through the openings with the 
included hex key to loosen the screws.
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Once the screws are loosened the guard 
can be removed by sliding it out backwards.
Do not operate the unit without the guard 
installed! 
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Removing the Belt Guard
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When installing the clamp for cutting shafts, 
first remove the knob as shown.

Using a phillips screw driver, secure the 
base firmly in place then re-attach the 
knob. 

Clip the visor onto the mounting slot to 
complete the installation.
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Replacing the Sanding Belt 

Protective tape
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With the belt guard removed, press down 
hard on the lever with one hand. 

Manually rotate the belt a few times to 
make sure it’s installed properly. Adjust the 
belt as needed. 

41

While the lever is depressed, use your other 
hand to remove the sanding belt. 
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To install a new belt, depress the lever and 
loop the belt over the 2 rollers. Once the 
belt is in place gently release the lever to 
tension the belt. 
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Cut the protective felt pads length wise 
in half as shown. 

Peel off the backing tape and apply the 
strips to the shaft rests as shown. The felt 
pads will reduce the chance of scratching 
your shafts when turning ferrules.  
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Replacing the Cut off wheel
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Remove the cutting disk guard by unscrew-
ing the 3 screws with a phillips screw driver. 
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When the nut is released, remove the nut, 
shim and cutting disk. Mount the new 
cutting disk onto the axel of the motor and 
secure it in place using the shim and the 
nut. 

Once the cutting disk is replaced, re-attach 
the cutting guard. Do not operate the unit 
without the cutting guard attached! 
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Pinch the cutting wheel tightly using a piece 
of fabric then turn the nut clockwise using a 
size 19 wrench.
Make sure the disk does not slip and that 
you do not bend the disk side ways. 
Bending the disk sideways can cause the 
disk to shatter!
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