
AUDiTOR Inertia Chronograph

Specifications: Accessories included:

R

-Precision Timing circuit.
-Easy-to-operate interface. 
-Two step calibra�on procedure. 
-Automa�c unit conversion.
-Max weight load (8.8Lbs) 4000 grams  
-Minimum measurable MOI     5 g.cm^2 
-Accuracy (measurable MOI) +/- 0.5% 
 AC/DC adapter 9V 500Ma

-Hosel adapters for woods, irons & pu�ers.
-R&A/USGA MOI tes�ng jig
-Spindle adapter
-Calibra�on Disk
-Instruc�on manual.
-Ellipsoid of Iner�a so�ware
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R&A/USGA MOI Testing jig
The head MOI Tes�ng jig is manufactured
to the R&A and USGA specifica�ons and in
accordance with the established protocol. 
This jig is compa�ble with the following:
-Auditor Iner�a Chronograph, 
-Iner�a Dynamic 
-Rockwell instruments.
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The first club head Moment of Iner�a (MOI) instrument specifically 
designed for the golf industry is now a decade old! This Auditor original 
concept has out performed the compe��on with its reliability and its ability 
to handle large off-centric loads generated by large club-heads like irons 
and pu�ers with long hosels.

This Auditor Iner�a Chronograph has the ability to accurately measure the 
MOI of a club-head about the 6 axes of rota�on which are used to 
construct the iner�a matrix, with the complex calcula�ons required 
handled by the companion so�ware. 

The iner�a matrix determines the tensors of the ellipsoid and its equivalent 
mass, predicator of energy transfer efficiency on off centre hits. The Auditor 
Iner�a Chronograph also handles the R&A and USGA Club Head  MOI 
tes�ng protocol very reliably and in under 15 minutes. The Auditor Iner�a 
Chronograph ships with the EOI so�ware. The R&A and USGA  tes�ng 
fixture is subject to the USGA & R&A terms of use and is not included.


