
▲ Scanned and Magnified high resolu�on image

Groove Scan Casting Kit
The Groove Scan Cas�ng kit manufactured by Golfmechanix is based on the original kit designed and engineered by the 
USGA for cas�ng a mirror image of the club-head groove in a two step process. The cast is then sliced and the profile 
scanned at high resolu�on. The image created is then analysed by the USGA conformance so�ware. 

The Golfmechanix Groove scan cas�ng kit comprises a two stage, smooth ac�ng precision guillo�ne which holds the 
cas�ng in place as it slices through the sample, producing clean cut edges. This reduces the possibility of the so�ware 
rejec�ng a grove profile with rough, jagged edge as a non conforming specimen.

The precisely dimensioned and machined dams are also based on the USGA blue print and have been further improved 
by the addi�on of powerful rare earth magnets, which retain the dams against the club-head face (mainly irons)
when the resin is injected and le� to cure. 

Locator pins have also been added to the dams so that they are easy to align 
square to the grooves. This feature also minimizes the incidence of the so�ware 
to rejec�ng a groove as non conforming.

-Groove kit conforms to the USGA's approved design
-Two stage posi�on & slice guillo�ne
-Magne�zed cas�ng dams hold posi�on on club face
-Locator pins align dam to lay square to the grooves.
-Surgical quality blades 5 each
-Magne�zed dams 5 each
-Groove Scan kit available to USGA licensee only.
-Proof of licence required at point �me of purpose.
-Contact us for further details.

070910

Key Features:

Additional
requirements

EPSON V600 scannerMicroset CartridgeDispenser

Rare Earth
Magnets

Locator
Pins

not supplied

070910-10         Dams set of 5
SP-G0701-080   Blades pack of 5

Spares

▲ Iron is set level on a flat surface using pu�y

▲ Resin is cast in a two step process Grey/Black

▲ Swatch is cut cleanly using the guillo�ne


